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PVC Irrigation Hose 

Product Category

1) Light Duty  2-3bar   2) Middle Duty  4-6bar   3) Heavy duty  8-10bar

Product advantages and selling points

High-strength polyester industrial filament and high-quality PVC

Soft leather, high pressure, easy to operate, Wear resistance, aging resistance, UV resistance, sun

protection, Non-toxic, odorless, environmentally friendly (environmental-friendly hose can pass REACH

and FDA testing standards)

Specification range: 3/4"-16" (19-406MM)

Temperature range: -10℃-65

1. This product is widely used, mainly used in agricultural irrigation, forestry sprinkler irrigation,

construction engineering, industrial and mining industries and other fields

Ideal product for water supply and drainage.

2. Appearance color: mainly red, yellow, blue, green and purple, with beautiful and generous

characteristics, and can also be rooted

According to user needs to produce colors.

3. Performance characteristics: the tube is soft and resistant to distortion; corrosion resistance, weak

acid and weak alkali resistance; aging resistance, long use time;

Strong heat resistance, high strength; easy to stretch and roll, easy to move. The blasting pressure is

high, non-toxic, tasteless and environmentally friendly.

4. Features of use: The length of the water pipe can be spliced arbitrarily when in use, it is convenient

to move, strong maneuverability, and can be detached and occupied during storage.

The space is small, the roll is flat and easy to collect, the movement is convenient, the length is

unlimited, it can be matched with the drought-resistant equipment of agricultural orchard, and it is

equipped with aluminum

Buttons, plastic buttons, mechanical seals and various sprinkler irrigation units

Tel:+86-18831667850 www.grainlf.com info@grainlf.com



        Langfang Grain Agricultural Development CO.,LTD

Length Weight Volume

inch mm psi bar psi bar m/roll kg/m m3/roll

PLHS20 3/4" 20 58 4 218 15 100 0.14 0.014

PLHS25 1" 25 58 4 218 15 100 0.15 0.019

PLHS32 1-1/4" 32 58 4 218 15 100 0.17 0.023

PLHS38 1-1/2" 38 58 4 218 15 100 0.21 0.026

PLHS51 2" 51 58 4 174 12 100 0.23 0.039

PLHS64 2.5" 64 58 4 174 12 100 0.32 0.047

PLHS76 3" 76 58 4 174 12 100 0.36 0.060

PLHS102 4" 102 58 4 174 12 100 0.55 0.083

PLHS125 5" 127 58 4 174 12 100 0.75 0.109

PLHS153 6" 153 58 4 174 12 100 0.90 0.141

PLHS203 8" 203 58 4 174 12 100 1.80 0.193

PLHS254 10" 254 58 4 174 12 50 2.60 0.178

PLHS305 12" 305 58 4 174 12 50 3.10 0.245

Length Weight Volume

inch mm psi bar psi bar m/roll kg/m m3/roll

PLHM19 3/4" 20 87 6 305 21 100 0.14 0.014

PLHM25 1" 25 87 6 305 21 100 0.17 0.019

PLHM32 1-1/4" 32 87 6 305 21 100 0.19 0.023

PLHM38 1-1/2" 38 87 6 305 21 100 0.24 0.026

PLHM40 1-1/2" 40 87 6 261 18 100 0.26 0.026

PLHM51 2" 51 87 6 261 18 100 0.30 0.039

PLHM64 2.5" 64 87 6 261 18 100 0.45 0.047

PLHM76 3" 76 87 6 261 18 100 0.50 0.060

PLHM102 4" 102 87 6 261 18 100 0.90 0.083

PLHM125 5" 127 87 6 261 18 100 1.10 0.109

PLHM153 6" 153 87 6 261 18 100 1.80 0.141

PLHM203 8" 203 87 6 261 18 100 2.80 0.193

Specification (standard duty)

W.P. B.P.

Item Code
I.D W.P. B.P.

Item Code
I.D

Specification (Medium duty)
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Length Weight Volume

inch mm psi bar psi bar m/roll kg/m m3/roll

PLHH20 3/4" 20 145 10 435 30 50 0.15 0.007

PLHH25 1" 25 145 10 435 30 50 0.20 0.010

PLHH32 1-1/4" 32 145 10 435 30 50 0.21 0.012

PLHH38 1-1/2" 38 145 10 435 30 50 0.29 0.013

PLHH40 1-1/2" 40 145 10 435 30 50 0.30 0.013

PLHH45 1-3/4" 45 145 10 435 30 50 0.35 0.018

PLHH51-1 2" 51 116 8 348 24 50 0.35 0.020

PLHH51-2 2" 51 145 10 435 30 50 0.42 0.020

PLHH64 2.5" 64 145 10 435 30 50 0.70 0.024

PLHH76-1 3" 76 116 8 348 24 50 0.66 0.030

PLHH76-2 3" 76 145 10 435 30 50 0.85 0.030

PLHH102 4" 102 116 8 348 24 50 1.00 0.042

PLHH102 4" 102 145 10 435 30 50 1.20 0.042

PLHH153 6" 153 116 8 348 24 50 2.20 0.071

PLHH203 8" 203 116 8 348 24 50 2.80 0.010

Item Code
I.D W.P. B.P.

Specification (Heavy duty)
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